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Compatibility chart

Other products

Alpha 100

Zigview
SC-V100R

twin1
R2-UT

Tiny Level
TL-10

KPS Magnifier
Eyepiece

KPS
Multi Plate

Shutter Release cable Wireless Release

S2 Body Li-ion Battery Carrying Pouch AC adapter

RC21 Shutter
Release cable

Video cable Screws
Screw Driver

Manual

Eyepice adapter

Image Sensor

Display

External Power

Battery

Charging time

Operation time

AC adapter

Video Standard

Size

Weight

Digital View Finder
Live preview monitor which 
relays a real time image from 
the viewfinder to the high 
quality LCD screen.
This enables photographers 
to have various angles for the 
best shooting environment. 

S2 s unique style 
mode can display 
lines and geometric 
figures on live image 
screen. 
It is convenient 
assistance 
for shooting composition 
and framing.

Release the shutter of camera
for arbitrary time.

The shutter of camera
can be opened for
assigned duration.

Screen flips 180 degree and rotates 300 degree. 
This gives maximum freedom of shooting angle.

Screen flips 180 degree and rotates 300 degree. 
This gives maximum freedom of shooting angle.

S2 has NTSC/PAL external 
video output. Photographers 
can see viewfinder image 
on remote TV screen.

Supports almost all 
SLR cameras by 
simply changing 
eyepiece adapters.

Interval timing can be 
performed with either simple 
settings or delicate program 
setting. This easily makes 
various consecutive pictures 
possible.

Removable and 
rechargeable battery 
for long time outdoor
shooting.

Supports various language 
menu screen menu 
for easy operation.

    Operation Mode

■Digital View Finder
■Interval Shot (Simple)
■Bulb Shutter
■Time Shutter
■Interval Shot (Advanced)
■Motion Sensing
■Setup

2.5 inch high quality LCD 
screen displays real-time 
viewing image.

Motion of subject can trigger 
shutter release. Various and 
delicate settings enable 
capturing precious 
pictures at tough 
condition. 

Sensor and display 
module can be 
separated with 
accessory cables. 
This extends LCD screen 
above 21.5 meter long and 
makes remote control possible.

Style Mode

Swivel Display

Remote Shutter

Motion Sensing

High Sensitive Image Sensor

External Video Display

High Compatibility

High Quality LCD

Multi-lingual Menu

Removable Battery
Interval Shot

Bulb Shutter

Remote Monitoring

Time Shutter

High sensitivity CCD sensor with 270K pixels

Color TFT LCD with 230K pixels

AC adapter with 5V DC output

Rechargeable Li-ion battery

About 2 hours from a complete discharge

About 2 hours from a complete charge

Input 100V ~ 240V

Output DC 5V

NTSC, PAL

67 x 110 x 21 (mm)

85g

Remote video tranceiver Extension cable for RV01

The shutter of camera that is connected to S2 can be
triggered remotely during Sensor and display 
module is connected with accessory cables RV01 or 
RV02 that is remote video tranceiver.
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